STARTUP/SHUTDOWN/MALFUNCTION REPORT FORM

Section 1 - GCCS Components and Comments SITE NAME: Cottonwood Hills RDF
X [Control Device or Fuel Skid - desonte U {W

;;E Gas Mover Emdpmert - describe

{__| {Monitoring/Recording Equipment - descrbe -

Comments: : ” " =~ T 5o ’
Cobs Rel Ay skl Fee VL L eommumicatl (ous
Section 2 - All Events
Everd Description S0P Fobowed?

Typs

of
Evert Date/Tine Start Date/Time Engt Duration ihours) s puil-down menuj Yas o™
X s [1:4445/1318 v,
X suo 7145/ oz | U2 >
U1 saatiuncoon Compiste Ssction 3 Selow

* Standsrd Operating Procedure (SOP) for Flare/Fusi Skid Startips (Manual & Autornatic) and Shutdowns are provided in S5M Plan

i SOR in S88 Pian was not foliowed, notify site engines: immediately.

Section 3 - Malfunction Events Only

Step

Corrective Action Procedures for All Malfunctions

Cherk one of the foflowing for sack siep.

comy 2

1

Detarming if the maffunction is causing an unsafe operating condition (air ertsning igndfill or piping.
smoking vibration, or other problem). which may harm peopie, the environment or the landfill gas
control equipment

i conditions are unsafe_notify your supervisor and foliow steps under No. 3

[

Determine if landfill gas being released to he atmosphere (can you smell lancfill gas. or measure
or detect uncombusted gas flow?)
i landfil gas is being released, follow steps under No. 3

1 unsafe operating condition exists, or landfill gas is being releaged to the atmosphere
stop (if possivie) landfil gas flow by one or more of the following.

a Close nearest valve 1o source of emissions

b Place a temporary cap on piping

o Apply other device {i.e duct tape}

d Shut down blowsr .

e Turn off main power disconnect switch 10 biower

. Other (Describe):
Note, H fiare is shut down, follow shutdown SOF end record shutdown time in Section 1 (above)

Deteming it other personnel or resource (qualified technician, elecincan, consuitant of other) are
needed for matfunction diagnosis.
if other personne! or resources gre nol needed go o No. 6

o

Contact gualified personnal Of resource.
a Racord contact name. date and time.
b. Contact site representative with information recorded in #5 2

o

Start matfunclion diagnosis,

ad

Determine if other resources are needed 1o fix the maifunction (qualified technician, slectrician.
eontractor. on-site resources, manufacturer’s representative. or other).
#f other resources are not needed gotoNe 8

Contact other qualified resource.
a Record contact name, date and tme.
& Contact site representative with mformation recorded in #a

Fix the malfunction

-
o0

Once the malfunction is fixed, re-start the system per SOP i it had been shul down, and record

>
b

Record date that matfunction oooutred, date that matfunction was repared and totat ime that
sysiem was out of service in boxss in Seciion 1 of this form,

ot
)

Sign this form, copy | and place it in the Start-up Shutdewn. Mafunction Report Form file

i# the procedures listed above were not foliowed contact the site engineer immediately.

yf'
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STARTUR/SHUTDOWN/MALFUNCTION REPORT FORM

Section 1 - GCCS Components and Comments SITE NAME: Cottonwood Hills RDF
gﬂf Contrel Device or Fusl Skid - deserve. LM {W
%m% Gas Mover Equipment - descrbe
| Monioring/Recording £ - gesoribe
Commants: i [ ; \ . ¥
Sheee. covplhe on blowen T sd . Coupleg oecbesed .
Section 2 - All Events
Ewverd Description SOP™ Foliowed?
Ty
of
Event Date/Tine Start DateTime Eng Dagation thowrs) fsse oull-gomn menu) Yes Na™—
; = bl
X soavom | 7-22- 15124 v
;‘X Startup A A £ /’/"‘LWOL‘* 24.3 v
"
L. Mesfunction i is Section 3 Balow
* Standard Operating Procedure (SOP) for Flare/F ust Skic Startups (Manusl & Automstic) and Shutdowns are provided in BSM Plan
i SO in S50 Plan was not foliowed, notify site engineer immediately.
Section 3 - Malfunction Events Only
Check one of e fofowing for eanh S0
Step Corrective Action Proceduras for All Malfunctions * v epgure Hot
1 Ipstarmine if the malfunction is causing an unsafe operating condition {air ererning landiill or poing
smoking. vibration, or other problem). which may harm peopie. the environmeant or the landfil gas
control equipmeant
1F congitions are unsafe_patify your supervisor and follow steps under No. 3
2. IDetermine i landfilt gas beng released 1o the atmosphere (Can you smell fandfill gas, or measure
or detect uncombusted gas flow?).
i landfill gas is being released, foliow steps under No. 3
3 if unsafe operating condition exists, of landfill gas is heing released o the atmosphere,
stop (if possibie] fandfii gas flow by one or more of the following
a Ciose nearest valve to source of emissions
b Place a temporary cap on piping
¢ Apply other device (Le duct tape}
d. Shut down blower i
e Turm off main power disconnedt switch 10 blower
{ Other (Describal
Note; if fiars is shut down, foliow shutdown SOP and racord shutdown tims in Section 1 (above)
4. |Detemine i other personnel or resource (qualified technician, electrician, consultant or other) are
needed for malfunction diagnosis
i other personngl or resources are not ngeded go fohp. &
5. iContact qualified personnel of resource.
a Record contact name. date and time:
b, Contact site representative with information recorded in #5.2
& Start malfunction diagnosis,
7 Determine if other resources are neaded 1o fix the malfunction (qualified technician, electnigian
eontractor. on-site resources, manufacturer's representative. or other}.
if other resources are nol needed, goto No. 8
8 |Contact other qualified resource:
s Record contact name, date and tme;
b Contact site representative with information recorded in #8.2.
9. _[Fix the maifunction
10 1Once the maffunction is fixed, re-start (he system per SOF i it had been shut down, and record
art e imes and dates on this form,
11 IRecord date that malfunciion oocurred, date that malfuncion was repaired and total ime that
systerm was out of service in boxes in Seclion 1 of this form.
12 {Sign this form, copy L. @nd place i in the Star-u Shutdown, Matfunction Report Form file
13, |if the procedures listed above were not foliowad, contact the site engineer immediately f
I oy
*
»
N V) V2 A
3 LY y
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STARTUPRISHUTDOWN/MALFUNCTION REPORT FORM
Section 1 - BCCS Components and Comments SITE NAME: Cottonwood Hills RDF

,;_2;: Control Device of Fuel Skid - descode. L") I,W

;wé Gas Mover Equipment - gescobe
|| IMonitoringRecording Equipment - describe

Comments ~CS (ateen) claprsesd .

Section 2 - All Events

Event Descngion S0P Followed?
Type
of
Date/Time Start Date/Time Engd Daration (hours) fsse pui-down menu Yz Ro™

Evant
X Shutdown (?*SIS/Q{“‘{32 V'/‘(

X s q.5.1s/ 1148 2.3 Vv
T wauncson Gomplete Section 3 Below

* Standard Operating Procedure (SOP) for Fiare/Fusl Skid Siartups (Manual & Adlomatic) and Shutdowns are provided in 55M Plan
=F SO0 in S5 Pl was ot followed, notity site engineer bninediately.

Section 3 - Matfunction Events Only

Check arp of the foffowing for each stee.
 Step Corractive Action Procedures for All Malfunctions Progedure chmpleted Froveguse Not Appioatie

1 {Determine # the malfunction is causing an unsafe operating condition (air entenng landfill or piping.
smoking. vibration, or other problem}. which may harm people. the environment or the landfill gas
control equipment

if conditions are unsafe, notify your supervisor and follow steps under No. 3

2 iDetermine i landfill gss being reieased 1o the atmosphere (tan you smell fandfill gas, or measure
or detect uncombusted gas flow?)
¥ landfill gas is being g follow steps under No. 3

w

If unsafe operating condition exists, or landfili gas is being released io the atmosphere,
stop (if possibie) landfill gas fiow by one or more of ths following’

5 Close nearest valve to source of emissions

b Place & temporary Cag on piping

o Apply other device {ie ducl tape)}

d Shut down blowsr :

& Turn off main power disconnect switch 10 blower

{f Other (Describe} "
Note: 1f fiare is shut down, foliow shutdown SOP and record shutdown time in Section 1 (above)

4 IDetemine if other personnel or resource (qualified technician, electnician, consuitant or other) are
needed for malfunction disgnosis.
If other persannel or resources are not needed, go fo o 6

omact guslified personnet or resource:
a Record contact name. date and time.
b, Contact site regresentative with information recorded in #5.3

h

8 iSten malfunction diagnosis.

7 {Detarmine if other resources are needed 1o fix the malfunction (qualified technician, elgctrician
contractor. on-site resources, manufacturer’s representative, or other)
if other resources are not needed, goto o §

8 {Contact other qualified resource.
= Record contact name. date and time’
. Contact site représeniative with information recorded in#8 2.

g [Fix the malfunclion

10 {Once the malfunction is fixed, re-start the system per SOP if &t had been shut down, and recod
start-up times and dates on this form.

11 |Record date that matfunciion ocourred. date that maifunction was repaired. and total time that
sysiem was out of service In boxes in Section 1 of this form,

12_|Sign this form_copy it and place it in the Start-up. Shutdown, Maltunction Report Form file

13 1§ the procedurss listed above were not foliowed, contact the site engineer mmediately, /
=
. 5
L
Sigaatum:M { .EA
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STARTUPRISHUTDOWN/MALFUNCTION REPORT FORM
Section 1 - GCCS Components and Comments SITE NAME: Cottonwood Hills RDF

3] [Control Devie or Fuel Skt - descnbe: u-h'f:'l'g + /aat
g Sas Mover Eguipment - descoabe
i | iMonitoring/Recording Equipmeant - describe .

Commants: Ouj‘“ QQ 19 e RS A -

Section 2 - All Events
Everd Description SOP” Followed?
of
Event Date/Time Start Digte/Tire End Dhgation (hours) ss pu-down mesnul Yes o

X Shutdown qf?JS/iSiG VC
Startup {?-7:IS/%(02(3 f_% ‘1/

{1 Mafuncion Complete Section 3 Below

- Standerd Opersting Procedure (SOP) for Flare/Fusl Skid Siantups (Manual & Autormatic) ard Shutdowns are provided in S8M Plan
~if SOP in SSM Plan was not followad, notify site engineer immediately.

Section 3 - Malfunction Events Only

Chreck vosof he fodowing for sach si¢p:
P *

 Step Corrective Action Procedures for All Malfunctions - e

1 IDetermine # the matfunciion is causing an unsafe operating condition (air entering landfil or piping
smoking vibration, or other problem), which may harm peopie, the environment or the landfiil gas
control equipment

if conditions ere unsafe _notify your supervisor and foliow steps under No. 3

Determine i landfill gas being released 1o the atmosphers {can you smell fandfill gas. or measure
or detect uncombusted ges flow?)
if langfill gas is being refessed. foliow steps under No. 3

n

3 1if uneafe operating condition exists, or landfill gas is being released to the stmosphere,
stop (if possibie) landfill gas flow by one or more of the following:

& Close nearest vaive (o source of emissions

b Place a termnporary cap on piping

¢ Apply other device (e dudt tape)

d Shut down blower >

e Turn off main power disconnect switth 10 blower

{ Cther (Describe)
Note: If fiare is shut down, foliow shutdown SOF and record shuidown time in Section 1 (sbove)

4 iDeternine if other personnal or resource (qualified technician. electnician, consultant of othet) are
needed for malfunction diagnosis.
if other personnel or resources are nof needed, go o No. &

§  iComtact qualified personnsl of résource.
a Record contact name, date and time
b, Contact site represeniative with information recorded n#8.a

o

Start malfunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified technician, electrician.
contracior. on-site resources, manufacturer's representative, or other).
if other respurces are not needed, goto No. 8

~F

& [Contact other qualified resource
a Record contact name. date and time.
b._Contact site representative with information recorded in#8 8,

9. [Fix the maifunction

10 10nce the malfunction is fixed, re-start the system per SOP if it had been shut down, and record
start-up times and dates on this form.

41 iRecord date that malfunchion occurred, date that malfuncon was repaired. and foipd ims that
system was out of service in boxes in Sechion 1 of this fore.

12_ISign tnis form, copy it and place itin the Startup, Shutdown, Malfunction Report Form file

13, ¥ the procsdures listed above were not followed contact 1he Siie en inmer immediately. }"

swm:M:i . (/‘Z :
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STARTUPSHUTDOWN/MALFUNCTION REPORT FORM

Section 1 - GLCS Components and Comments SITE NAME: Cottonwood Hills RDF
'g Control Device or Fuel Skid - desonbe. (jh'{.c}g ¥+ Jant
;m}; Gas Mover Eguipmend - describe .
Commenty’ . A
Ot D@ 1S Hes T A/
o
Section 2 - All Events
] Everd Description SOP* Followed?
Type
of
Event Date/Time Start Date/Time End Duration (Dours) (use pull-down menuj Yes Ra™
’ Stusddovan ‘?-?J,&/Z’iii) Vl;
X swno 9.7.5 fzz2 iz v
i Hafunchion Comgiete Section 3 Below

« Standard Dperating Procedure (SOP) for Flare/Fuel Skid Startups (Manual & Automatic) and Shutdowns ars provided in S5 Plan

" SOP in S50 Plan was not foliowed, notify site enginesr immediately.

Section 3 - Malfunction Events Only

Ciock one of the following for each s1of.

contracior. on-site resources, manufacturer's representative. or other).
if other resources are nol needed gofo No 8

”§§§£ Corrective Action Procedures for All Malfunctions Srogedure complater Frocegure Not Appicabis
1 iDetermine # the malfunction is causing an unsafe operating condition (aw entenng landhll or piping,
smoking. vibration, or other problem}. which may harm peopie, the environment or the landfill gas
control eguipment
if conditions sre unsafe,_notify your supervisor and follow steps under No. 3
2 |Determine if landfil gas being released 10 the atmosphere (can you amell fandfill gas, or measure
or detect uncombusted gas flow?).
i land¥il gas is being relgased, foliow steps under No. 3
2 |if unsafe operating condition exists. or landfill gas is being released 10 the atmosphere,
stop {if possible) iandfill gas fiow by one or more of the following
a Close nearest valve 1o source of emissions
b Place a temporary cap on piping
o Apply other device (i & duct tape)
& Shut down biower 4
e Tum off main power disconnect switth 1o blower
t Other (Describe)
Note: If flare is shut down, follow shutdown SOP end record shuldown tme in Section 1 (above)
4 iDetemine f other personnel or resource (qualified technician. electncian, consultant or other} are
needed for malfunchion diagnosis
i other personnel or rescuroes ars not nesded. go o No €
5 [Conact gualified personnel or resource
a Record contact name, date and time:
n. Contact site represeniative with information recorded in #5.2
& iStart malfunction diagnosis.
+  ipDetermine if other resources ars needed to fix the matfunction {gualified technician, electncian.

&  Contac other qualified resource.
2. Record contact name, date and time;
b. Contact site representative with information recorded in#8.a
g |Fix the malfunction
10 |Once the malfunction is fixed, re-start the system per SOP if it bad been shul down. and record
start-un times and dates on this form.
11 |Record gate thet malfunciion coourred, date that malfunction was repaired. and toial ime that
system was out of service in boxes in Section 1 of this form, .
12, {Sign this form, copy it and place it in the Start-up, Shutdown, Malfunction Report Form file
13 lifthe procedures listed above were nol foliowed contact the site Snginesr immediately. /

,’ff:"* i

Signature: b(__z_(:z:

T

v
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STARTUPISHUTDOWN/MALFLUNCTION REPORT FORM
Section 1 - GCCS Components and Comments SITE NAME: Cotionwood Hils RDF

X TConeo Devee or Fusi Sk _gescrce (AN [ikey F/8@e

@ Gasg Mover Eguipmernd - describe

L storing Recording Equipment - descrt

Comments:
Bection 2 - All Events
Everd Description SOP” Followed?

Type

of
Event DateTime Start Date/Time End Duraton (hours) iuse pui-gown menu) Yas Pa

£ S
7 e ;
F i 9,215/ j05H TR v

* Standard Operating Frocedure (S0P} for Flare/Fust Skid Siartups (Manual & Acvomatic) and Shutdowns are provided in S8M Plan
i BOF in S5M Plan was not foliowsd, notify site engineer immediately,

Section 3 - Malfunction Events Only

Check one of the foflowing for Sch s1e.

| Step Corrective Action Procedures for All Malfunctions erocadure ¢ Proceduis Hot

=S

Detarmine # the maifunction is causing an unsafe operating condition (air entering tandfill or piping
smoking. vibration, or other problem). which may harm people, the environment Or the landfll gas
control eguipment

If conditions are unsa'e _notify your supervisor and follow steps uniger Mo, 3

[

Determine i landfill gas being released o the atmosphere (can you smell fandfill gas. or measure
or detect uncombusied gas flow?)
if landfil gas is being refeased, foliow steps unider No. 3

3 1if unsafe operating condition exists, of fandfill gas is being released o the atmosphere,
stop (if possible) landfill gas fiow by one or more of the following.

Close nearest valve 1o source of emissions

Piace a temparary Cap on piping

Appily other device (i.e dudt tape}
. Shut down blower 5

Turn off main power disconnect switth 1 blower
f Other (Describe):
Note: ! figre 1s shut down, foliow shutdown SOP snd recort shutdown time in Section 1 (above)

G O o A

4 |Detemina if other personnel or resource (qualified technician, electrician, consultant or other) are
nesded for maifunchion diagnosia
iF other personne! or resources ere not needsd, go to o, 6

5. {Contaci guslified personne! or resource:
a Record contact name. date and time:
b._Contact site representative with information recorded n #5.2

o

Start malfunction disgnosis.

7 {Determine if other rescurces are nesded to fix the matfunction {qualified technician. electrician
contractor on-site resources, manufacturer's representative. or other).
if other respurces are not nesded, gofa No 8

Lo

Contact other qualified resource
a Record contact name date and time,
b. Contact site representative with information recorded in #8 &

g, iFix the malfunction

10, 1Once the malfunction is fixed, re-start the system per SOP f & had been shut down. and record
star-up times and dates on this form.

11 iRecord date that mafunciion occurred, date that maifunction was repaired. and totat ume that
system was out of service in boxes in Section 1 of this form.

42 iSien this form copy it #nd place in the Star-up, Shutgown, Mattuncion Repont Form file

13 1§ the procedures listed apove were not itiowed contact the SIS sogy inear immediately. ,/

7
L]
sonsire D b Pr
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STARTURSHUTDOWNMALFUNCTION REPORT FORM

Bection 1 - GCCS Components and Comments SITE NAME: Cotienwood Hitls RDF
2 [Convol Devre or Fusi Skid - geserive: (M) {,W
émé Gas Mover Eguipment - descrbe - )
L |Meritoring/Recording | - descibe
Commanls’ == - - oy ~ S n
gy v - 2 £ " " ] - o T
%ﬁ) 1 ong Stvo watedsdh j . Fome tad aa T Opdiged usw Fromd.
foy
Section 2 - All Events )
) Evert Description S0P Followed?
of
Event DateTime Start Date/Tume Eng Duration (hours] use pui-tiown menul Yes Mo
B Shoidonn 9%45/035’4 A \/1
I st q.9./5/ 1358 o) v
E:{ Matfunction Compiete Section 3 Below
~ Standard Operating Procedure (SOP) for Flare/F uel Skid Startups (Manual & Automatic) and Shut 15 Bre 4 in §8M Pian

i ROP in 8K Plan was not foliowad, notity site engineer immedisioly,

Section 3 - Malfunclion Events Only

Check ong of the following for e

 Step

Corrective Action Procedures for All Malfunctions

opedi

1

Determine if the malfunction is causing an unsafe operating condition (air entering landfill or piping.
smoking vibration, or other probiem), which may harm peopie, the environment or the landfili gas
control eguipment

If conditions gre unsafe, notify your supervisor and follow steps under No. 3

Determine # landfill gas being released 1o the atmosphere (can you smell landfill gas. or measure
o¢ detect uncombusted gas flow?)
if landfill gas is being d, foliow steps under No._ 3

f unsafe operating condition exists, or landfill gas is being released to the atmosphere,
stop (if possibie) landfill ges fiow by one or more of the following

a Chose neares! vaive (o source of emissions

b Place a temporary cap on piping

o Apply other device {ie duct tape)

d. Shut down blowsr ;

e Turn off main power disconnect switch © blower

{. Other (Describe):

Note: f fiare is shut down, foliow shutdown SOP and record shuidown time in Section 1 (above)

Detemine # other personnel of resource (quelified technician. electrician, consultant o other) are
needed for malfunction diagnosis.
i other personnel or resourcas are nof needed go fo No. 8

o

Contact qualified personnal of resource:
a Record contact name. date and time:
b. Contact site representative with information recorded in #5.a

Start malfunclion diagnosis.

~}

Determine if other resources are needed 1o fix the malfunction (qualified technician. slectrician.
contracior. on-site resources, manufaciurer's representative, or other).
If other rasources are not needed gofo Mo 8

o

Contact other gualified resource.
2. Record contact name, dafe and time
b. Contact site representative with nformation recorded in#8.a

Fix the malfunction

10

Once the malfunction is fixed re-start the system per SOP if it had been shut down. and record
start-up times and dates on this form,

Racord date that maifunclion occurred, date that malfunction was repaired. and total tme that
system was out of service in boxes in Section 1 of this form.

=
3

Sign this form, copy it and place it in the Start-up, Shutdown, Matfunclion Report Form file.

if the procedures listed above were not followed contact the site enginesr immadiaiely
o R

sonmee D P D
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STARTUPISHUTDOWNMMALFUNCTION REPORT FORM

Section 1 - GCCS Components and Comments SITE NAME: Cotionwood Hilis RDF
& Control Device of Fuel Skid - descrbe uh{&g ¥ /nat
|| iMonitoring/Recording - gesoribe -
Comments <= ; ) ,
D F s oteeeol (n v
Bection 2 - All Events
Everd Description S0P Followed?
Type
of
Event Date/Time Blant Date/Time Eng Duration thowrs) 38 pedl-down menu) Yes No™
X saom  |3:25:-15/212¢ v,
I e Q.26 5 /sy | 4.5 ol
Ld
T mssuncion Compiete Section 3 Below

- Standisrd Operating Procedure (SOP) for Flare/fFusl Skid Siarhups (Manual & Auvtomastic) and Shutdowns are provided in S8M Plan

i SOP in S814 Pian was not followad, notify site engineer immediately.

Section 3 - Malfunction Events Only

Chweh one of the fodowing for each siep:

Step Corrective Action Prosedures for All Malfunctions Srooedute com oo bot
1 iDstermine if the malfunction is causing an unsafe operating condition (air entering landfil or piping.
smoking, vibration, or other problem). which may hasm peopie. the environment or the landfill gas
control equipment.
if conditions are unsafe, notify your supervisoer and follow steps under No. 3
2 {Determine if landfill gas being released fo the atmosphere (can you smell landfill gas, or measure
or detect uncombusted gas fiow?)
if landfill gas is being refeased, follow steps under No. 3
3 i unsafe operating condition exists, or landfill gas is being released o the atmosphere,
stop (if possible) landfil gas flow by one or more of the following:
& Close nearest vaive to source of emissions
b Place a temporary cap on piping
o Apply other device [i ¢ dudt tape)
d. Shut down blows? 7
e Turn off main power disconnect switch 10 blower
£ Other (Describel
Note: i flare is shut down, follow shutdown SOP and record shutdown time in Section 1 (above)
4. |Deternine if other personna! or resource (qualified technician. electrician, consultent of othet) are
needed for maifunction diagnosis
i other personnel or resguross are not needed golo Ne €
5 {Contact guatified personnal of resource
2. Record contact name. date and time:
b, Contact site representative with information recorded in #5 2.
& _iStart malfunction diagnosis.
7 iDetermine if other rescurces are needed o fix the malfunction (qualified technician, electncian.
contractor, on-site resources, manufaciurer's representative. or other).
#f other resources are nol needed, goto No &
& Contact other qualified resource.
a Record contact name, gate and ime.
. Contact site representative with information recorded in#8.3.
. |Fix the malfunction
10 ace the malfunciion is fixed re-start the system per SOF if it had been shut down, and record
start-up times and dates on this form.
11 iRecord gate that malfunciion occurred, date that malfunction was repaired, and total time that
system was out of service in boxes in Section 1 of this form.
12, {8wn this form, copy it 8nd place it in the Start-up Shutdown, Malfunction Repornt Form file
13, lif the procaduras listed above were not foliowsd m@cﬁa the site engineer wnmediately /

SMF@:M [

WMO01819



STARTURISHUTDOWN/MALFUNCTION REPORT FORM

Section 1 - BCCS Components and Comments SITE NAME: Cotionwood Hills RDF
B [Controt Device or Fuel Skid - descrve. {4 {W

;; Gas Mover Eguipment - describe

{”j ’ ecording Equi - gEsCnit

Comments’ - ) 2
Sty Ueteesel ia,
Section 2 - All Events
Event Description SOP* Followed?
Type
of

Event Date/Time Stad Date/Time £l Duration (hours) {use pull-dewn mend) Y5 .

B swwom | 73008/ 1116 v,

X Startup {:"‘g.‘:)’/S//iéf;zi Lflé? V

T samrunceion Compiete Section 3 Below

- Standard Operating Procedure (SOF) for Flare/f usi Skid Startups (Manust & Automate) and Shutdowns are provided in SEM Plan

i SOP in S Plan was not foliowed, notify site engineer immediately.

Section 3 - Malfunction Events Only

Check one of he fodbwing for sach sien

Siep

Corrective Action Procedures for All Maifunctions

Progedule compiated

Provedute Mol Appieatie

1

Determine i the malfunciion is causing an unsafe operating condition (aw entering landfifl or piping.
smoking, vibration, or other problem), which may harm people. the environment or the landfill gas
control equipment

1# conditions are unsafe, notify your supervisor and foliow sieps under NG, 3

2. iDetermine if landfill gas being relsased o he atmospherg {can you smell landfill gas, or measure
or detect uncombusted gas flow?)
if iandfifl gas is being released, follow steps under Ne. 3
3 1if unsafe operating condition exists, of landfill gas is being released 10 the atmosphere.
stop {if possibie) landfill gas flow by ong or more of the following
& Close nearest vaive 10 source of emissions
o Piace a temporsry CEp on piping
o Apply other device (i e duct tape)}
d. Shut down blowsr ¥
e Turm off main power disconnect switch 10 blower
£ Other (Describe)
Note: 1f figre 15 shut down, foliow shutdown SOP and rscord shutdown #me in Section 1 (above)
4 |Dstemine if other personnel or resource {quaified technidan, electrician, consuitant or other) are
needed for matfunchion diagnosis.
if other personngl of resources are not nesded, go fo Vo, €
5 |Contact qualified personnel of resource.
2 Record contact name. date and time:
. Contact site representative with information recorded in #5.a
& iStant maifunction diagnosis.
7 |Determine i other resources are needed to fix the malfunction (qualified lechnician, eiecirician.
eontractor. on-sie resources. manufacturer's representative. or other}.
if other resousces are not needed, goto No. 8
& Contact other qualified resource.
2 Record contact name, date and tma:
b. Contact site representative with information recorded n#8.a
9. iFix the malfunction
15 1Once the malfunction is fixed, re-start the system per SOF # it had been shut down. and record
startup limes znd dates on this form.
11 iRecord date that malunciion ccourred. date that maifunction was repaired 2nd total time that
system was out of service In boxes in Section 4 of this form.
12, {Sign tnis form, copy i 8ng place i in the Stan-up, Shutdown, dalfunciion Report Form file
13. [if the procedures listed above were not followed contact the sits ¢ nmediately. 7

Signsmﬂr:M :
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Section 1 - GCCS Components and Comments

STARTUP/SHUTDOWN/MALFUNCTION REPORT FORM
SITE NAME:

Cottonwood Hills RDF

fi
0

Control Device or Fuel Skid - describe: { M [ 1Ty Fps
J

Gas Mover Equipment - describe :

Monitoring/Recording Equipment - describe :

Comments:

Section 2 - All Events

Type
of
Event

Date/Time Start Date/Time End Duration (hours)

Event Description

(use pull-down menu)

Yes

SOP* Followed?

No**

Jrag
7
O

Shutdown [o-2:s /i 326 5 R /
Startup fo-1s / 1912_ D » | \/
Malfunction Complete Section 3 Below

* Standard Operating Procedure (SOP) for Flare/Fuel Skid Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan

**If SOP in SSM Plan was not followed, notify site engineer immediately.

Section 3 - Malfunction Events Only

Check one of the following for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure completed

Procedure Not Applicable

1.

Determine if the malfunction is causing an unsafe operating condition (air entering landfill or piping,

smoking, vibration, or other problem), which may harm people, the environment or the landfill gas
control equipment.
If conditions are unsafe, notify your supervisor and follow steps under No. 3

Determine if landfill gas being released to the atmosphere (can you smell landfill gas, or measure
or detect uncombusted gas flow?).
If landfill gas is being released, follow steps under No. 3

If unsafe operating condition exists, or landfill gas is being released to the atmosphere,
stop (if possible) landfill gas flow by one or more of the following:

a. Close nearest valve to source of emissions

b. Place a temporary cap on piping

c. Apply other device (i.e. duct tape)

d. Shut down blower

e. Turn off main power disconnect switch to blower

f. Other (Describe):

Note: If flare is shut down, follow shutdown SOP and record shutdown time in Section 1 (above)

Detemine if other personnel or resource (qualified technician, electrician, consultant or other) are
needed for malfunction diagnosis.
If other personnel or resources are not needed, go to No. 6

Contact qualified personnel or resource:
a. Record contact name, date and time:

b. Contact site representative with information recorded in #5.a.

Start malfunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified technician, electrician,
contractor, on-site resources, manufacturer's representative, or other).
If other resources are not needed, go to No. 9

Contact other qualified resource:
a. Record contact name, date and time:

b. Contact site representative with information recorded in #8.a.

Fix the malfunction.

10.

Once the malfunction is fixed, re-start the system per SOP if it had been shut down, and record
start-up times and dates on this form.

1.

Record date that malfunction occurred, date that malfunction was repaired, and total time that
system was out of service in boxes in Section 1 of this form.

12.

Sign this form, copy it, and place it in the Start-up, Shutdown, Malfunction Report Form file.

13.

If the procedures listed above were not followed, contact the site engineer immediately.

/

Signature: M }dz (‘{y% &
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STARTUP/SHUTDOWN/MALFUNCTION REPORT FORM

Section 1 - GLCS Components and Comments SITE HAME: Cottonwoad Hills RDF
‘&‘; Carirel Device o Fuel Skid - descrbe (™ W
Lﬂé Gas Mover B Wzﬁ - descobe
Mm&nﬁa’
Section 2 - All Events
Everd Desoriphion S0 Followed?
Type
of
et Date’Tune Start Date/Time Engd Duration (hours) {use puli-down menu} Yes Rig™*
s
X Shutdown i0-27:)s /1314 24.33 v’
DX sue i0-2815/133Y o.) v
:} Mafunceon Compiete Section 3 Balow
- Standard Operating Procedure (SOP) for Flare/F uel Skid Startups (Manual § Automat and Sy, are provided in 530 Plan

~if SOP in SSK Pian was not foliowed, notify site engineer immediately.

Section 3 - Malfunction Events Only

Check one of the following for aech S1ep.

 Step Corractive Action Procedures for Al Maifunctions re comi Pt Applca
1 IDetermine § the matfunction is causing an unsafe operating condition (air entering iandfill or piping
smoking. vibration, of other problem), which may harm people. the environment or the landfill gas
control eguipment
if conditions are unsafe_notify your supervisor and foflow steps under No. 3
2 |Determine if landfili gas being released to he atmosphere (0an you smell fandfill gas. or measure
or detect uncombusted gas flow?)
if landlill gas is beng rel follow steps under No 3
3 if unsafe operating condition exists, or landfill gas is being released 1o the atmosphere.
stop {if possibie) langfill gas flow by one or more of the following
a Close nearest valve 10 source of emissions
B Place a temporary cap on piping
¢« Apply other device (e duct tape}
d. Bhut down blower :
e Turn off main power disconnect switch 10 biower
f Other (Describe):
Note: i flare is shut down. follow shutdown SOP and record shutdown time in Section 1 (above)
4 IDetemine i other personne! of resource (quaiified techmician. electncian, congultant or other) are
nesded for malfunction disghosis.
Jf other personnel or resgurces are not needed, go o No &
5 {Contact gualified personngl of resource:
a Q@m contact name, date and time:
. Contact site representative with information recorded n #5 2
5 {Stan malfunclion diagnosis.
7 |Determine if sther resources ars neaded 1o fix the malfunction (quatified technician. electncian.
eontracior. on-site resources, manufacturer's representalive. or other)
if other resources are not needed, goto No. 8
& Contact other quabfied resource.
a Record contact name, date angd time;
b, Contact site representative with information recordedin#8 @
g [Fix the maifynction
10 10nce the malfunction is fixed. re-start the system per S0P if it had been shut down, and record
start.up times and dates on this form
11 iReocord date that maifunciion occurred, date thal malfunction was repaired. and fotal tme that
system was out of servics in boxes in Bechorn 1 of thig form
12 iSign this form copy it and place 1in he Star-up, Shuidown, Malfunction Report Form file
13 11f the procedures listed above were not followed, contact e site engineer mmediately.

o, D b7 /‘;Z«/
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Bection 1 - GCCS Components and Comments

STARTUP/SHUTDOWN/MALFUNCTION REPORT FORM

SITE NAME:

Cottonwood Hills RDF

P
=

=
|/

Control Device o Fuel Skid - describe: LM Jires 5= JA12E
=1

Gas Mover Equipment - describe :

Monitering/Recording Equipment - describe ;

Comments: o v 7 q
Uility OJ-mSg

Section 2 - All Events

Date/Time Start Date/Time End Duration (hours)

Event Deseription

{(use puil-down menu}

Yes

SOP* Followed?

No**

12305 /1242 2. 10

>(

Shutdown
y ? > - >
Startup {12 -3:\S 0‘-{13 O E }(
" !
[_? talfunction Complete Section 3 Below

* Standard Operating Procedure (SOP) for Flare/Fuel Skid Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
**if SOP in SSM Pian was not followed, notify site engineer immediately.

Section 3 - Malfunction Events Only

Check ona of the folfowing for each step:

Step

Corrective Action Procedures for All Malfunctions

Procadure compieled

Procedure Not Applicable

Determine if the malfunction is causing an unsafe operating condition (air entering landfill or piping,
smoking, vibration, or other problem), which may harm people, the environment or the landfill gas
contrel equipment.

if conditions are unsafe, notify your supervisor and fofiow steps under No. 3

Determine if landfilt gas being released to the atmosphere (can you smell fandfill gas, or measure
or detect uncombusted gas flow?).
if landfilf gas is being released, follow steps under No. 3

If unsafe operating condition exists, or landfill gas is being released to the atmosphere,
stop ({if possible) landfill gas flow by one or more of the following:

a. Close nearest valve to source of emissions

b. Place a temporary cap on piping

c. Apply other device (i.e. duct tape)

d. Shut down blower

e. Turn off main power disconnect switch to blower

f. Other {Describe): §
Note: If flare is shut down, follow shutdown SOP and record shutdown time in Section 1 (above)

Detemine if other personnel or resource (qualified technician, electrician, consultant or other) are
needed for malfunction diagnosis
If other personnel or resources are not needed, go fo No. 6

Contact qualified personnel or resaurce:
a. Record contact name, date and time;
b. Contact site representative with information recorded in #5.a.

Start malfunction diagnosis.

Determine if other resources are needed to fix the maifunction (qualified technician, electrician,
contractor, on-site resources, manufacturer's representative, or other).
/f other resources are not needed, go to No. 9

Contact other gualified resource:
a. Record contact name, date and time:
b. Contact site representative with information recorded in #8 2,

Fix the malfunction.

10

Once the malfunction is fixed, re-start the system per SOP if it had been shut down, and record
start-up times and dates on this form.

o
-

Record date that malfunction occurred, date that malfunction was repaired, and total time that

ayatam was ot af aarvice in hovan in Qactinn 1 af thie fnrem

12

Sign this form, copy it. and place it in the Start-up, Shutdown, Malfunction Report Form file.

If the procedures listed above were not followed, contact the site engineer immediately.

- o
Signature:

Y )
4 /

I et
i o

54,/7/;:/ v
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STARTUP/SHUTDOWN/MALFUNCTION REPORT FORM

Section 1- GCCS Components and Comments SITE NAME: Cottonwood Hills RDF
I [ Control Device or Fuel Skid - descrbe (| 2y 1 ohen - O
E} Gas Mover Equipment - describe ; = =
B Monitoring/Recerding Equipment - descrbe |
R
S &‘Y.CW w) G ,4'(,‘4. ? Yawble s L.,voq*fu-\ .
Section 2 - All Events =
Event Description SOP* Foliowed?
Type
of
Event Date/Time Start Date/Time End Duration (hours) {use puil-down menu} No™

i Matfunction

lz~3~}s/03qo .07

artup }Z-S-]S/ng'f o.}

;?
Padl

Compiete Section 3 Below

* Standard Operating Procedure (SOP) for Flare/Fuel Skid Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
*1f 8OP in S8M Pian was not followed, notify site engineer immediately,

Section 3 - Malfunction Events Only
Check one of ihie Ipliowing for pach step:
Step Corrective Action Procedures for All Matfunctions P ecute Nol &g
1. |Determine if the malfunction is causing an unsafe operating condition (air entering landfill or piping.
smoking, vibration, or other problem), which may harm people, the envirenment or the landfill gas
control eguipment
if conditions ere unsafe, notify your supervisor and follow steps under No. 3
2. Determine if landfill gas being released fo the atmosphere {can you smeli iandfill gas, or measure
or detect uncombusted gas flow?).
if landfifl ges is being released, follow steps under No. 3
3. |If unsafe operating condition exists, or landfill gas is being rejeased tc the atmosphere,
stop (if possible) landfill gas flow by one or more of the following:
a. Close nearest valve to source of emissions
b. Place a temperary cap on piping
c. Apply other device {i.e. duct tape)
d. Shut down bicwer
e. Turn off main power disconnect swiich to blower
1. Other {Describe): _
Note: If flare is shut down, follow shutdown SOP and record shutdown time in Section 1 {above)
4. [Detemine if other personnel or resource (qualified technician, electrician, consuitant or other) are
needed for maifunction diagnosis
f other personne! or resources are not needed, go fo No. &
5 [Contact qualified personnel or resource
a. Record contact name, date and time:
b. Contact site representative with information recorded in #5.a.
6. |Start malfunction diagnosis.
7. |Determine if other resources are needed to fix the malfunction (qualifisd technician, electrician,
contractor, on-site resources, manufacturer's representative, or othar).
If other resources are nof needed, go to No. 9
8 |(Contact other gualified resource:
a. Record contact name, date and time:
b. Contact site representative with information recorded in #8.a.
9. |Fix the malfunction.
10. [Once the malfunction is fixed, re-start the system per SOP if it had been shut down, and record
start-up times and dates on this form,
11. {Record date that malfunction occurred, date that malfunction was repaired, and total time that
| |syetem wae out af asrvice in bovan in Qantinn 1 of thie farm
Sign this form, copy it and place i in the Start-up, Shutdown, Maifunction Report Form file.
13. | the procedures listed above were not foliowed, contact the site engincer immediately .

Signature:
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STARTUP/BHUTDOWN/MALFUNCTION REPORT FORM

Section 1 - GCCS Components and Comments TE NAME: Cottenwocd Hills RDF
Control Device o Fuel Skid - describe. I3 fmen + /bl
Gas Mover Equipment - descrbe v
wonitoring/Recerding Equipment - descride |
Comments . : ,
Cleckaienl Glituna © -T—MU“ESM{‘/-‘
Section 2 - All Events
E Event Descnption SOP* Foliowed?

Date/Time Start Osle/Time

Duration (hours) {use pull-down menu) Yes

12-345 /0596 320

xz.s.;s/ovse o.!

Complete Section 3 Below

* Standard Operating Procedure (SOP) for Flare/Fuel Skic Stantups (Msnual & Automalic) and Shutdowns ar

?in S8M Plan was not followed, notify site engineer immediately,

Section 3 - Malfunction Events Only

orovided in S8V Plan

Check one of the folfowing for sach step:

Corrective Action Procedures for All Maifunctions

Procedute complelad

Frocecure Not &op

Determine if the malfunction 's causing an unsafe operating condition {air enter
smek g, vibr 61 problem), which may ha : T people. he environment or the landfill gas
control Qmamerﬁ

If "Gﬁmf!o"s are unsafe notify your supervisor and foliow steps under No, 2

2. |Determine if iandfill gas being released to the atmosphere (can you smell landfili gas. or measure
or detect uncombusted gas flow?).
if landfili gas js being released, follow steps under No. 3
3. |ifunsafe operating condition exists, or lancfili gas is being released (o the stmosphers,
stop (if possible) landfili gas flow by one or more of the following:
2 Cigse nearest valve to source of emissions
b, Place a temporary cap on piping
c. Apply other device (i e duct tape)
d. Shut down bic
e Turn off main pawe‘ disconnect swiich to blower
f Other (Describe): y
Note: If flare is shut down, follow shutdown SOP and record shutdown time in Section 1 (above)
4. |Detemine if other personnel or resource (qualified technician, electrician. consuliant or or other) are
needed for malfunction diagnosis
if other personnel or resources are not needed. go fo No. 8
5 |Contact qualified personnel or resource
a Record contact name, dateandtime V
o Contact site representative with ;z;f@fmaiicn recorgded in #5.a
€ _|Start malfunction diagnosis
7. |Determine if other resocurces are needed to fix the malfunction (qualified technician, electrician,
contractor, on-site resources, manufacturer's represantative, or other}.
If other resources are not needed gofoNo 9
8 |Contact other qualified resource
a. Record C ntact name, date and time:
b Contact site representative with information recorded in #8a
9. _{Fix the malfunction
10. [Once the malfunction is fixed, re-start the system per SOP if it had been shut down, and record
stari-up times and dates on this form.
11. |Record date that malfuncticn occurred, date that malfunction was repaired. and total time that
syatem wae aut af aamvics in havas in Sontien 1 of thie farm
12, |Sign this form, copy it and piace it in the Start-up, Shutdown, Malfunction Report Form file
13, jif the procedures isied above were not folliowed, Coniact the site enginger immediataly

Signature: M\‘ Mf//
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Section 1 - GCCS Components and Comments

STARTUP/SHUTDOWN/NMALFUNCTION REPORT FORM
SITE NAME: Cottenwood Hills RDF

Control D

ce or Fuel Skid - descnbe. ()4 ( 'hj F /o n%

Gas ?v}sver Equipment - gescrbe

Monitoring/Recording Equipment - descrifie |

{:Qmments*b‘td Cobs Ri.fktq % CULEK,E/A) CARRILR -F:u..,d {' g(a(lgcto/

Section 2 - All Events

Date/Time Start

Event Descrption SOP* Foliowed?

urs) {use pull-down menu} Yes Ng**

it-s-ls/oﬁcc

12345/ iqe2 o.

e
e

Complete Section 3 Below

" Standacd Cperating Procedure (SOP) for Flare/Fuel Skid Stanups (Manual & Automatic) ana Shutdowns are provid
“f 80P in S8 Plan

1 SSM Plan

wes rot followed, notify site enginser immadiataly.

Section 3 - Malfunction Events Only

Check one of the following for eackh step:

Step ‘Corrective Action Procedures for All Malfunctions rasedire rompaac Srscusure Not A7
1. iDetermine if the malfunciion is causing an unsafe operating condition (air entering landfili or pioin
smaoking, vwbrmo“ or cther problem). which may harm peoole. the environment or me landfill gas
conlrol eguipment
if conditions are unsafe, notify your supervisor and follow steps under Na. 3
2. (Determine if langfill gas being released to the atmosphere (can you smell landfill gas, or measure
or detect uncombusted gas fliow?).
if landfill gas is being refeased. foliow steps under No. 3
3. lif unsafe operating condition exists, or landfill gas is being released to the awmosphere,
stop {if possible) i"ndf.': gas flow by one or more of the following:
a Cipse neares! valve to source of emissions
b, Place a tempaorary cap on piping
c. Apply other device {(i.e. duct tape)
d. 8hut down blower
e. Turn off main power disconnect swiich to blower
t. Other (Describe): . :
Note: if flare is shut down, follow shutdown SOP and record shutdown time in Section 1 (above)
4. |Detemine if other personnel or resource (qualified technician, electrician, consuitant or other) are
needed for malfunction diagnosis
If other personne! or resources are not needed, go fo No. 6
5 |Contact gualified personnel or resourcs.
a Record contact name, date and time; o
b Contact site represeniative with information recorded in 858
€ 1Start malfunclion diagnosis
T 1 {quaiified tecr
« or other}.
& [Contact other gualifie d resource:
a. Record contact nrame, date and t
b. Contact site representative with i #8 2
8. |Fix the malfunction.
10. {Once the malfunction is fixed, re-start the system per SOP if it had been shut down, and record
start-up times and dates on this form.
11 occurred, date that maifunction was repaired, and total tme tha
thin farm
12 d prace it in the Start-up. Shutdown. Malfunction Report Form fiie

If the procedures isted above were not followed, contact the siie enginge’ immediaigly

Signature: t&( _/__(Z‘ M{;ﬁ
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